














13) REVERBERATION AMPLIFIER

Inputs: Audio input (fixed)

Audio input (variable)

Reverberation "depth" control

Outputs:

Controls

Uses:

Reverberated signal output

: P2 Reverberation depth

P1 Variable audio input attenuator

Spring

sound.

reverberation tray adds "concert hall" depth to

Amount of reverberation may be voltage controlled. 
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Tone "bursts" input
to the reverberator

Output of reverberator
(reverberation is
obvious)

berated signal
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14) DISTORTER

Inputs: Audio input
Distortion control input

Outputs:

Control s:

Distorted signal out

P1 Distortion "tone" control

P2 Output level

This module modifies an

"distorted" sound. The

voltage controlled, prov

distortion level,

input

Input/

iding

signal to provide a unique

output signal mix may be

dynamic control over the

Uses:
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--- Di storter---

The input signal is differentiated via C1 and fed to the base

of high-gain comparator Q1. Q1 switches on whenever the slope of

the input changes from positive to negative, producing a long, narrow

"spike". This spike is fed to the base of another high-gain amplifier

Q2, which compliments it, and, because of C3, filters it. The

collector outputs of both Q1 and Q2 are summed in "tone" control P1.

P2 attenuates the output. Q3 shunts the entire circuit, and when a

positive signal is applied to its base via the control inputs, the

input waveform passes through the collector "undistorted" to the

output terminal.

References:

Circuit based upon a design by Wurlitzer Co.

'Lr



Sine wave input to

distorter

Distorter output

Photo#23 - Distorted sine 'wave

Contro-l voltage input

to distorter's

input

Distorter's

control

output

Photo#24 - Voltage controlled distortion
(A sine wave is input to the

distorter's audio input)
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15) SAMPLE/HOLD

Inputs:

Outputs:

"Sampled" signal input

Sample trigger input

Sample gate (for track/hold operation)

Sample/hold out

Controls: P1 Sample

S1 Manual

trigger threshold

sample trigger

LED1 Sample trigger high

periodic signal is input, it can be clocked and

to produce sequentially repeating control voltages.

the noise generator, random voltage steps can be obtaini

LED's

Uses: If a

made

With
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--- Sample/Hold---

NOTE: This is a dual module containing

(They both share the same CD4016

two of these circuits.

package, however.)

The input signal is atten

into the -5 to +5 volt range.

Al and fed to the CMOS analog

are in "track" mode, and the v

the input. Non-inverting ampl

boost t

ider),

Cl are

kage th

i ssing

he vol

When

throu

rough

ultra-

held constant

A3 is a

trip voltage

goes high and

via D1 (gate)

and D4 clamp

(since it is

buffered by Q

enter "sample

tag

the

gh

the

low

, and

compar

at the

close

, S1,

the co

e back to i

analog swi

the switch

CMOS switc

input bias

the output

ator which

'+' input

s the CMOS

or C3

ntrol

and 

to +/

run from a bipolar

1 and input to an

" or "hold" mode.

uated

It is

switch

oltage

ifier

ts ori

tch is

or via

via divider

then buffe

. When thi

! across hol

A2 buffers

ginal level

off, the o

the '+' te

R1/R2 to bring it

red by voltage follower

s switch is closed, we

d capacitor C1 follows

C1,

(be

nly

rmin

h is negligable, and

currents. Thus the

of A2 is kept at the

drives the trigger ci

surpasses this level,

switch, Voltage is a

)2 (differentiated pul

- 5 volts, the limit

and provides gain

fore the R/R2

leakage paths open

al of A2. The

A2 is an LM308,

voltage on C is

last sampled point.

rcuitry. When the

the comparator

pplied to this

se trigger).

for the CMOS s

poin

D3

witch

5 volt supply). This voltage is

LED which is activated whenever we

References: NONE

to

div

for

lea

pos



Pulse input to trigger

on S/H

Triangle wave at the

sampled input of S/H

Photo#25 - Waveforms input to S/H to

yeild output shown in Photo#26 part A

Part A:

Output of

waveforms

are input

S/H when

in photo#25

Part B:

Square wave applied to

the gate input of S/H

to yield pto#27

Photo#26 - Sample hold

-79-
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Waveform at S/H's

sample input

Output of S/H with

above wave at input

and the square wave in

Part B of Photo#26 at

the gate input

- Track and hold operation

-80-
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16) -NOISE GENERATOR

Inputs: NONE

Outputs: White noise

Pink noise

Random DC

(White noise fi

1 khz rolloff

(Pink noise fil

10 hz rolloff

ltered through LP. filter with

@ 20 db/decade)

tered through LP filter with

@ 20 db/decade)

Controls:

Uses:

NONE

Noise produced by EB breakdown of NPN silicon transistor.

White noise can be used for percussion and wind effect, etc.

Pink noise can be used for percussion, wind, surf, explosion

and so on. Random DC can be used wherever a randomly

varying control voltage is needed.
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--- Noise Generator---

NOTE:This is a dual module containing two of these circuits.

Since

reverse-bi

generally

supply to

and the no

ampl i fiers

ground.) .

This white

20 db/deca

The DC and

by C5 and

at 10 hz.

the emitter

as avalanche

occurs at 15

breaddk down

ise in Q's

Q3 and Al (

The output

noise is pa

de at I1 khz.

ultra low f

C6, and then

This signal

A4 and appears as a sl

of a

break

bipolar

down of

transistor is hea

the emitter-base

to 20 volts. Here we are us

Q1. Avalanching is quite no

reverse current is detected b

R7 supplies a bias to normali

of Al appears as 5 volt p-p

ssed through low-pass filter

The output of A2 is bassier

requencies present in this si

fed into low-pass filter A3,

is buffered and attenuated t

owly varying "random DC" volt

i

i

y
z
I,

A

g

vily doped,

junction

ng the +18 volt

sy in transistors,

R1 and boosted by

e the noise to

white" noise.

2, which rolls off

"pink noise".

nal are blocked

which rolls off

o useable

age.

limits by

Because

sensitive to

de-coupl ing.

of the high g

power supply

ains

noise

involved,

. D1, R5

this

, and

circuit

C3 do a

is particularly

good job of

References:

The basic Q1/Q2 noise generator is based on a design proposed

by PAIA electronics.

· · ··- - ·:· -·---·--·--r- --:- ----- · · ·- · :-�---



"White" noise

"Pink" noise

Photo#28 - Noise generator outputs

"Random DC voltage"

(The sweep time on

this photograph is

much slower than the

rate used in photo#28

Photo#29 - Noise generator outputs
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17) PHASE SHIFTER

Inputs:

Outputs:

Controls:

Audio

Phase

Phase

input

control

control

(fixed)

(variable)

"Phased" audio output

P1

P2

Phasing offset

Variable phase control sensitivity

Simple FET

various fr

"shifted"

"'fl anged"

control

equency

signal i

sound.

led all-pass

components wi

s mixed with

network shifts the phase of

th a control voltage. The

the input, providing a

Uses:
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--- Phase shifter---

The audio input to this circuit is AC coupled, and buffered

Al, then fed to the network A2-A5. Each

is built around a simple comstant amplit

e of circuit will pass all frequencies w

the natural roll-off of the OP-AMP), bu

amount determined in the shunt resistan

to ground. Thus the paralell combinati

with the dynamic impedances of FET's Q1,

e the amount of phase shi

the gate voltages of the

ft phase. The gates are

is determined by

to increase range

the network. Sin

are cumulative, a

the shift of one

with the phase-sh

composed of R21,

sound at the audi

The original

zener D1 was adde

supply, D1 can be

P1 and the o

), and this

ce the cells

nd the total

cell alone.

ifted output

utpu

sum

are

shi

The

of

R20, R19, and R18,

o output.

circuit ran form a

d to bias the FET's

eliminated,

ft in each cell

FET's, we vary

all tied togeth

t of A6 (along

amplifier in this

ude phase lead circu

ithout attenuation

t vary phase by a

ce from the '+'

on of R5, R8, Rll,

Q2, Q3, and Q4

of the network. By

their impedance and

er, and their bias

with a negative bias

controls the shift in e

cascaded together, the

ft across the network i

original signal input

the network via the imp

yielding

ach cell o

phase shi

s four tim

is mixed

edance pad

it

f

fts

es

a "flanged" interference

unipolar nine

and OP-AMP's.

·volt supply, so

With a bipolar

References:

The original design for this circuit was used by the MXR

Corporation in thier "Micro-fazer".

through

network

This typ

(barring

selected

terminal

and R16

determin

varying

thus shi
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18) SEVEN STAGE BINARY COUNTER

Inputs: Counter

Counter

clock input

re-set

Outputs: Digital

D/A sum

output of each

of each stage

S1 Output Lag (LP filter --

S2 Manual counter re-set

P1 Input sensitivity (compa

P2-P9 (+/-) mix weighting of

P10 Master mix output gain,

P11 Output Lag (amount)

ON/OFF)

rator threshold)

each stage

LED1-LED8 One monitoring each stage (including

Can be used as

(with phase-lo

source, it can

Digital inputs

compatability,

a timer, sequencer, and frequency multiplier

cked loops), If it is driven by an audio

provide subharmonics to enrich the tone.

are comparator conditioned for analog

Controls:

stage

LED's:

Uses:

input)

~ s ' i-- 4 v t is - v

`'
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---7 Stage binary Counter---

Al

on P1 at

is a comparator which

the '-' terminal with

compares

the sign

the

al i

threshold vol

nput at the '

tage set

+' terminal.

This "squares off" the

rectangular pulse. Th

which buffers it via Q

weights the pulse via

of A2 and A3 with +/-

The original puls

counter, which divides

the counter are each i

LED and weights each s

mixer is passed throug

C1, and S1, buffered t

re-set by closing push

at D2.

input waveform, and D clamps it to a 0-5

is pulse is input to the "summer" circuit,

1 and activates monitor LED1. This circui

P2, and routes it to a mixing network comp

inversion capability,

e is input to a CD4024 seven stage binary

it into seven sub-octaves. The outputs o

nput to a "summer" circuit, which drives a

tage in the A2/A3 mixer. The output of th

h the

hrough

button

transient."lag" circui

voltage follower A4.

S2, or by applying a

volt

t also

osed

f

monitc

is

References: NONE

t, composed of P11,

The counter can be

positive voltage
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Complex waveform

produced by summing

the stages of the

divider

Simpler waveform

so produced

Photo#30 - Waveforms produced on

the binary divider

_ ~~~~~~~ __~~~~~~~~~_______1____1_1__I~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~___~~~~ 
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-19) 9 STAGE PROGRAMMABLE/PSEUDO-RANDOM SEQUENCER

Inputs: Clock input

Ring counter re-set (stages

External ring counter input

2-9)

(Xor'ed into feedback

Outputs:

Control s:

Individual digital output of each stage of ring counter

Digitally conditioned clock input

A/D sum of each stage (variably +/- weighted)

S1* A/D output Lag (ON/OFF)

S1 Feedback mode (normal/inverted)

S2-S9 Feedback of each stage through Xor gates (ON/OFF)

P1 Clock input comparitor threshold voltage

P2 External ring counter input comparator threshold voltage

(P2-P10)* A/D weighting of each individual stage (+/-)

P10 - Master A/D mix gain

S10 - anual ring counter re-set (stages 2-9)

* Denotes a circuit that appears on the Binary Divider schematic.

LED1 Clock monitor

LED2 xternal input monitor

(LED1-LED9)* Monitor on each

Can be used to

sequence. Can

as 2**9 clock p

to randomize an

to the 12 stage

up to 21 stages

the sequencer c

and waveforms,

provi d

produc

ulses.

d alte

sequen

l ong.

an pro

All d

ring counter stage

e a programmable 1-9 stage control

e Pseudo-random pulse trains as long

External counter input can be used

r pseudo-random train. Can be chained

cer to provide programmable sequences

If driven by an audio source (clock),

vide interesting harmonic rich sounds

igital inputs are comparator conditioned

loop)

LED's:

Uses:

_�1_1_

i< - ma..
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--- 9 Stage programmable/pse.udo random sequencer---

The heart of this circuit is a nine stage digital ring counter.

The first stage i

to two serial fou

package. Each st

first stage

output into

This allows

An external

and clamped

train, and

the ring co

comparator

clock and e

The counter

re-set inpu

via a

a cha

one t

input

by D3

it all 1

unter,

Al (th

xterna

may b

t (pro

(stages 2-9),

allows one to

and

pro

s composed of a CD4013 "D" flipflop. Th

r-stage shift registers contained within

age can be optionally fed-back to the inj

n external switch (S2-S9) which routes tl

in of exclusive OR gates (the CD4030 is

o set pseudo-random sequences of varying

is conditioned by comparator A2 (thresh

This imput is exclusive OR'ed into th

ows one to dynamically alter the pattern

The counter is clocked by a signal con

reshold set by P1), nd clamped by D1.

1 inputs drive monitor LED's via buffers

e re-set by depressing S10 or applying a

tected by D2). The re-set only zeroes t

leaves the CD4013 (first stage) untouch

gram the sequencer for definite repeatin

i s

a

pu

he

u

1

ol

e

is tied

CD4015

t of the

channel

sed).

enth.

d set by

feedback

locked in

ditioned by

Both the

Q1 and Q3.

pulse at t

he CD4015

ed. This

g patterns

P2)

he

lasting from two to nine stages long.

Each counter output stage is routed to a "summer" circuit (see

binary divider schematic. Points A-I are tied to summer circuits),

where it drives a monitor LED and is weighted with inversion (+/-)

capability in a "mixer" circuit, The sequencer also contains a

conventional buffered RC transient lag at the mixer's output.

References:

"Pseudo-noise Timbre Generators", by

the Audio Engineering Society,

Ra 1 ph
April 

Burhans. Journal of

1972

_ .
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Photo#31 - A repeating sequence created on the
nine stage sequencer

�.. -. _...-... . . .� . . ... _.�..�. .....:__._I__�.._._
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20 ) TRANSIENT LAG

Inputs: Signal Input

Outputs: Signal output (through RC Lag)

Controls: P1 Attack lag time

P2 Decay lag time

Can be used

to a control

the signal i

to provide a variable Attack/Decay transient

signal. Also filters any unwanted noise from

nput.

Uses:

_ _



KL

, o 

(
- ~ ~ ~ ~ - '--l

* 0~~~~~~~~~~~~~~~~~~~~~~~~ Y

7..S

p~~~~~~~~~~~~~~~~~~e

.. 

I-

/

II-I1lls*r w s $44-·--

I
II

I.

I
I

I
II
I
iI

i

I i

i
i

O'I

I �
--. i

. 1).1z,
1-1
I -It,



-98-
-- Transient Lag--

\Il 

-- Transient Lag--

This circuit is straightforward. The input si

A1 via the low-pass filter composed of P1, P2, and

the signal an exponential "lag". D and D2 seperat

discharge paths of C, thus the speed of attack is

and the speed of decay is varied through P2. The v

buffered through voltage follower Al.

gnal

C1.

e the

varie

oltag

is fed to

This gives

charge-.-

d through

e across C

References: NONE

P1,

1 is



Output of Lag

Input waveform

Photo#32 - Lag transfer function

I 
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21) BALANCED (RING) MODULATOR

Inputs: X input

X input

Y input

Y input

Outputs:

(DC

(AC

(DC

(AC

coupled)

coupled)

coupled)

coupled)

X*Y (4 quadrant multiplication)

Controls: P1 X DC

P2 Y DC

P3 X DC

P4 Y DC

P5 Mult

input sensitivity

input sensitivity

offset null

offset null

iplier output gain

Can be used to modulate two audio si

familiar "bell" and "gong" effects.

combine DC control signals. Uses an

high performance multiplier.

gnal s,

Also c

Anal og

providing

an be used to

Devices 427K

Uses:
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--- Balanced (ring) modulator---

Al an

through C1

offset nul

into the X

multiplica

with the X

envelope o

X and Y.

the multip

When

output of

frequencie

d A2 are simple mixers which add an AC input coupled

and C2, a DC input attenuated with P1 and P3, and a DC

1 set by P2 and P4. The resultant two outputs are fed

and Y channels of the 427K multiplier. This device perform

tion by modulating the width of a high frequency pulse

input, and modulating its height with the Y input. The

f this conditioned pulse is proportional to the product of

P5 is a feedback potentiometer which adjusts the gain of

lier,

the DC biases are nulled from the inputs via P2 and P4, the

the multiplier will only contain the sum and difference

s of X and Y. All output will be composed of sidebands,

and no original carrier will be transmitted through.

References:

Analog Devices application notes



id input to "X"

of modulator

id input to "Y"

of modulator

Photo#33 - Modulator inputs

Photo#34 - X*Y Modulator

input

output

above

from the

-103-
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Sinoso

input

Si noso

input
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22) DC/AC COUPLED VCA

Signal

Signal

Control

input (DC)

input (AC)

input

Outputs:

Controls:

Signal output

P1 Control input

Can be used as an amplitude modulator for audio

or it can control DC control signals via analog

Uses the CA3080 transconductance amplifier.

signals,

gating.

Inputs:

Uses:

bias
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--- DC/AC coupled VCA---

This circuit is centered around the CA3080 Operational

Transconductance Amplifier (OTA for short). An AC coupled input

(through C) is mixed with a DC input via R11 and R12 at the input

of OTA A3. Since the output of A3 is current-sourcing, it is passed

through the current-to-voltage converter A4.

The gain of A3 is set by the current flowing into pin#5. This

is determined by the output of summer A/A2 (and the bias flowing

through R14). The summer mixes the control inputs with a bias set

by P1 and R4. The control inputs, then, effectively modulate the

gain of A3. This device functions as a true two quadrant multiplier.

References:

Information

Jung's

on the CA3080 was located on page 453 of Walter K.

IC OP-AMP Cookbook (Sam's Publications)
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Output of VCA

Pulse fed to control
input of VCA

Photo#35 - VCA - (a complex step wave
to the VCA)

is input
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23) STATE VARIABLE VCF

Inputs: Fixed audio in

Variable audio in -
Fixed frequency control in

Variable Frequency control

Outputs: High pass out

Low pass out

Band pass out

Notch out

Controls: P1 Variable audio input level

P2 Resonance (Q)

P3 Notch balance

P4 Variable frequency control

P5 Center of "rest" frequency

level (+/-)

High Q (possibly up to 500), High range (roughly 10 hz-2Okhz

Used for dynamically altering the timbre of an audio signal.

Very popular and important element of the synthesizer.

Uses CA3080 OTA as a two quadrant multiplier.

in

Uses:

- -~ ~ ~ ~
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---State Variable VCF---

The block diagram shows the typical setup for a second order

state-variable filter. The CA3080 chip is used as a multiplier

between the integrators in order to voltage-control the center

frequency. The controls are added with a bias determining the rest

frequency set by P5 in summer#2 (A7/A8). One of the control inputs

is variable with inversion (+/-) capability through P4.

The CA3080's are buffered by source followers Q1 and Q2 in order

to reduce output impedance and bias problems (remember that the 3080's

outputs are current sourcing!), The integrators incorporate the

FET's into their feedback loops, thus linearizing them.

The high-pass and low-pass outputs are added together in summer#3

(A6), providing a notch response, with the balance of the notch

set by P3,

References:

"Electrical design and Musical Applications of an 

Unconditionally Stable Combination Voltage controlled:

Filter/Resonator", by Dennis P. Colin

Journal of the Audio Engineering Society, December, 1971

ii



Square wave audio
input to VCF

Output of Low-pass

with resonance added

Photo#36 - Ring oscillation with resonance

Output of Low-pass

(square

input)

wave is still

Linear ramp input
frequency

to

control 

- Voltage control in the VCF
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Photo#37



High Pass output

Band Pass output

Filter waveforms without

(input is still a square

Photo#38

resonance

-wave)

Photo#39 - Filter wavefoi

(Square wave 

Low Pass output

Notch output

rms without resonance

input)
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Photo#40 - Crossplot of bandpass vs. lowpass outputs

for a square/sine/triangle mix at the audio

input

Photo#41 - crossplot of Bandpass vs. Lowpass outputs

for a square wave audio
- -. . | a n n 1 il c ; d rI to

input and a high
thp nnfrnl innit-

1- 

I
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24) EXTERNAL INTERFACE PROVISION

Inputs: External Audio Li

External Audio Li

External Audio Li

Ecternal Audio Li

External Pulse#1

External Pulse#2

Relay comparator

Outputs:

ne
ne

ne

ne

1 in , gain=4/3

1 in , gain=20

2 in , gain=4/3

2 in , gain=20

in

in

trigger in

Amplified Line 1 out

Amplified Line 2 out

Buffered pulse#1 out

Buffered pulse#2 out

Relay comparator out

External relay switch contacts

Controls:

LED' s :

PIA

PIB

P2

Audio

Audio

Relay

Line 1 gain

Line 2 gain

comparator threshold voltage

LED1 Relay triggered monitor

This module

to the synt

independent

included to

enables

h e s i z e r ,

pulse 1

fire a

one to interface an external device

2 independent audio lines and 2

ines are available. A comparator is

relay.

NOTE: The word "external" refers to an

only accessible through the rear

input or output

interface panel,

which is

Uses:

\ i;I !
I I

II
I I I
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--- External Interface provison--

Five seperate circuits are included in this package:

2 Interface amplifiers

2 Pulse amplifiers

1 Relay driver

The interface amplifiers are simple inverting summers with

gain set by P1. These allow one to route external audio and control

signals into the synthesizer. R1 (J2) gives a maximum gain of 20,

and R2 (J1) gives a maximum gain of 4/3,.

The pulse amplifiers AC couple to a trigger input via C1 (J3).

The amplifier A2 is set for unity gain, and clamped positive by D1.

The relay driver is controlled by comparator A3, which compares

an input against the threshold voltage set on P2. The output of the

comparator is buought out and buffered by Q1,which drives the relay

through monitor LED1.

All interfacing connectors are female phone jacks. All audio

lines are shielded. ,

References: NONE
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25) CREST/TROUGH DIODE MIXER.

Inputs: Input

.Input

Input

Input

Outputs:

Controls:

A (crest)

B (crest)

A (trough)

B (trough)

Crest circuit..,

Comparator - high when A.GT.B

Whichever input is greater, A

Trough circuit.,

Comparator - high when A.GT.B

Whichever input is less A or

or B

B

NONE

Two, one on each AGT,B comparator (LED1 in diagram)

Interesting way to mix

output is very handy.

peculiar waveforms can

diode switch circuit.

control signals, a

When A and B are a

be produced. Uses

nd the comparator

udio signals, very

a simple buffered

LED's:

Uses:
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--- Diode Crest/trough mixer---

Whenever an input is applied at both A and B, diodes D and D2

present the greater voltage in the "crest" circuit, or the least

voltage in the "trough" circuit, to voltage follower Al. Al buffers

this signal before it is output. A2 is a comparator which goes high

when A is greater than B (D3 clamps it to 0-10 volts). The output

of this comparator is buffered by Q and drives the LED.

R2 is greater than R5 inorder to keep comparator A2 low when

no inputs are applied at A or B. The input bias currents cause a

greater drop across R2, thus the comparator is held low in its

quiescent state.

References: NONE
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Photo#42 - waveforms input to the

Wave input at

Wave input at

diode mixer to

the output seen in photo#43

l

, Crest output

I~~~~~~

i~ruhotu

.

Photo#43 - outputs

inputs

of diode mixer due to the above

'A'

ED A 

L)B 

yield

i

_ 



Crest output

A.GT.B Comparator

output

/

- diode mixer outputs (sine at 'A'

-123-
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26) TWELVE STAGE PROGRAMMABLE SEQUENCER

Inputs: Run (clock runs when input high)

Synch (steps sequencer when in stop mode

Clock frequency control

Ring counter load

via external clock)

Outputs: Digital output of each

A/D sum of variably wei

Clock rectangular wave

Clock pulse output

stage

ghted stages

output

Controls: Si Mode (Run/synch/stop)

S2 Step ring counter manually (when in stop mode)

S3 Load ring counter manually

S4 Only one stage high at a time/several stages high

simultaneously

R134 A/D output RC lag (amount)

R135 Clock frequency

R136 Duty of clock rectangular wave

---- Individual weight of each counter stage in A/D sum

LED1-LED12

LED13
Monitor each ring counter stage

Clock rate monitor

Creates a programmable control sequence up to 12 stages

long, Can be used with 9 stage sequencer to provide up to

21 stages.

LED's:

Uses:
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'---12 stage programmable sequencer--

This circuit has not been altered substantially from its original

design, so I have included modified original schematics, rather than

composing new drawings, The circuit description is also included,

so I won't go into detail here.

This sequencer is similar to the pseudo-random unit described

earlier in that it is based around a ring counter. This unit contains

its own clock, and I have installed a resistor to make it voltage

controllable. (I have also installed a switch which enables more than

one stage to go high at a time - S4,)

This module uses CDA's (LM3900) to simulate digital flip-flops.

This can cause run-through problems in clocking. The earlier CMOS

design is vastly superior in these respects, and its pseudo-random

capability makes it more versatile, The two sequencers may be chained

together to generate programmable sequences up to 21 stages long.

References: Basic Module is designed by PAIA electronics
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27) QUAD 4 CHANEL MIXER

4 signal inputs per

Outputs: Weighted sum of each input

Controls: pi Master mix

P2-P5 Level with inversion (+/-) for each

Used as a general purpose Audio/Control mi xer. Inversion

capabi lity

Inputs:, mixer

gain

Uses:

input

is handy.
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---Quad 4 channel mixer---

There are

mixer is u

scaled by

P1 is a ma

All inputs

four

sed

P2-P

ster

are

of these circuits in

widely throughout the

5, and routed to eithe

control that sets the

DC coupled,

this module.

synthesizer.

r A (non-in

gain for al

This

Four

vert ),

1 four

dual amplifier

inputs are

or A2 (invert).

channels.

References: NONE

I
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28) VOLTAGE CONTROLLED PAN

.~~~~~~~~~~~~ .

Inputs: AC coupled Input

DC coupled Input

Fixed position control input

Variable position control input

Outputs: Left channel out

Right channel out

Controls: P1 Variable

P2 Position

position control sensitivity

(Right/Left) Bias

LEDI

LED2

Right channel gain mon'itor

Left channel gain monitor

This module routes an input to the right or left output,

depending upon the magnitude and polarity of the input contro

voltage. It can be used to "sweep" o "pan" an audio signal

between stereo speakers, or it can route a DC control signal

selectively to two destinations,

LED's:

Uses:
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--- Voltage controlled Pan---

The DC and AC inputs (coupled via Cl) are mixed in unity gain

summer Al. The output of Al feeds the inputs of two CA3080

transconductance amplifiers, A2 and A6, which drive current-to-voltage

converters A3 and A7. The control input signals are mixed with the

bias set via P2 in A4. The output of A4 is fed to pin#5 of A2,

determining the left channel gain, This signal is inverted in A5

and fed to pin#5 of A6, determining the right channel gain. We now

have a situation where the gain of one channel is inversely proportion~

to the gain of the other. Thus we can "pan" an input back and forth

from right to left with a control voltage.

The right and left control voltages are buffered via Q and Q2,

and fed to the LED's, giving us a monitor on the gain of each channel.

References: NONE
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Wave fed to control

input of VCP

Wave fed to audio input
of VCP

Photo#45 - waveforms input on the voltage controlled pan

Left channel output

Right channel output

- outputs of VCP with the input shown above

.
I. I
I
I
i

I
i

-

Photo#46
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29) AGC

Inputs: Audio input

External control feedback input

Outputs: AGC out

Controls : S1 Control response

S2 Control feedback

P1 AGC Threshold

time (fast/medium/slow)

(External/internal)

This module will hold the level

a variable response time. When

resonant amplifiers, it produces

chirp sounds. Uses the LM370 ch

of an input

it is fed ba

interesting

ip.

constant sith

ck through

b ird-1 i ke

Uses: 
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--- AGC- - -

The audio input is a

the input of the LM370 AG

The squelch threshold is

by S. The output of the

via amplifiers A and A2.

feedback loop, or close i

involved, this circuit is

ttenuated by divider R1/R2 an

C. C and C2 isolate and by-

set by P1 and the response ra

370 is brought back to its o

S2 allows us to internally

t externally, Because of the

highly susceptible to noise.

d fed

pass t

te is

rigina

bridge

1 arge

into

he input.

selected

1 evel

the

! gains

References:

1974 National Semiconductor Linear Applications Handbook
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AGC output

Audio wave input to

the AGC

Photo#47 - Input of AGC vs,

As you can see, it does hold the level

fairly constant (the control damping

evident),

\ I
\ 
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STEREO OUTPUT SECTION

Inputs: 4 Left/Right mixable inputs

2 Left channel only inputs

2 Right channel only inputs

- Left monitor external input

- Right monitor external input

Outputs: Low Level (about 1-5 volts p-p) audio

Monitor output (8 ohm speakers, right

Stereo headphoned (driven by monitor)

outputs, right and lefi

and left)

Controls:

Uses:

P1-P4 Left/right mix for the 4 mixable inputs

P6,P7,P9,P10 Seperate Bass/Treble equalization for each

channel

P8 Master left output gain

P5 Master right output gain

P11 Monitor output volume

S1 Monitor input source (internal/external)

This presents a convenient means for stereo mixing, and

routing audio signals to a power amplifier, tape recorder,

etc, Bass/Treble controls allow one to specify the tone

contour for each channel. Built-in monitor amplifier can

drive stereo headphones and external 8 ohm monitor speakers.

(Uses the LM377 2 watt stereo amplifier.)
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--- Stereo Output Section---

Audio inputs 1-4 are scaled by P1-P4, and routed to the left (A3)
or right (A4) summer. Auxilary left channel inputs can be mixed in
through R17 and R18, while auxilary right channel inputs can be mixed
through R9 and R10, The master gains are controlled via P5 (right)
and P8 (left). The mix for each channel is fed into filter networks
centered around A2 and A4, These allow one to put high/low pass
filters into the input or feedback sections of the amplifiers
(determined by the potentiometers P6, P7, P9, PO10). Thus we have
seperate control over the "bass-treble" contour and frequency

characteristics of each channel.
The low-level output of these amplifiers may be tapped at the

phone jacks for driving external amplifiers, tape recorders, etc.
The line outputs are fed via S and P11 to the LM377 two watt stereo
amplifier. The gain of the 377 is set by the R31/R32 and R29/R30
feedback networks. The output of the 377 is isolated via C14 and
C15, and fed to optional 8 ohm speakers. R33 and R34 are protection
resistors which allow the 377 to also drive stereo headphones. The
377 is not a very good power amplifier, but it is ideal for an interna
monitor and headphone driver.

References: 1974 National Semiconductor Linear Applications

handbook
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